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ABSTRACT 0

A prototype all-reflective Michelson interferometer is tested using visible laser,

sodium, and mercury fight sources. The design uses an off-axis parabolic mirror for 0

collimation, a plane diffiraction grating and two plane mirrors to divide and recombine

incident light. Interference fringes were seen using the laser light source, but instrument

performance with other sources was unreliable as a result of difficulties in constructing the 0

instrument with enough mechanical precision. A method of using a full-size template to

position the instrument's optical elements was discovered, and the efficacy of an image

intensifier/photodiode array combination for use as a detector was verified. The feasibility 0

of the interferometer design was verified by the observation of interference fringes usi,1g

mercury 5461 A light. A practical instrument would be compact, light weight, and require

no moving parts. 0

Accesion For

NTIS CRAbI Cd
DTIC TAB
U.,a.,inoticed El
J :ý,ti;icjtion 0..............

B y ................... .... . . . .
D;,.,t, ibution I

Availability Codes
Avail and I or

Dist Special

0

0

a -I # ,

• • • •• • "0 , .

0,••[•1 0~J3lml m tm~i i m l t Imrm ll ~ m hlmll u mmm 0- 0 0 0 ... ...



0

TABLE OF CONTENTS

1. INTRODUCTION ....................................................................................... 1

A. THESIS OBJECTIVE .................................................................. 2

B. THESIS OUTLINE ....................................................................... 2

II. BACKGROUND ..................................................................................... 3

A. THE EARTH'S ATMOSPHERE ................................................. 3

1. Temperature and Composition Profiles ............................... 3

2. The Ionosphere .................................................................... 4

3. Ionospheric Observations .................................................... 7

B. SPECTROSCOPY ......................................................................... 8

1. Atomic and Molecular Emissions ........................................ 8

2. Line-Broadening Mechanisms ............................................ 10

III. THEORY ............................................................................................... 12

A. INTERFERENCE ......................................................................... 12

B. DIFFRACTION ............................................................................. 16

C. THE ALL-REFLECTION MICHELSON INTERFEROMETER.. 19

IV. EXPERIMENT ....................................................................................... 25

A. CONSTRUCTION OF ALL-REFLECTIVE INSTRUMENT ........ 25

B. TESTING WITH SODIUM VAPOR LAMP SOURCE .............. 29

C. TESTING WITH MERCURY VAPOR LAMP SOURCE ......... 30

D. TESTING WITH ULTRAVIOLET SOURCE ............................ 33

V. RESULTS AND RECOMMENDATIONS ............................................ 39

A. RESULTS OF EXPERIMENTS ................................................... 39

iv

r.0

* S 0 0 S,0 °



III I I I0

B. RECOMMENDATIONS FOR FURTHER STUDY ................. 40 0
LIST OF REFERENCES .............................................................. 41

INITIAL DISTRIBUTION LIST..................................................... 43 4

V0

0

0% .i

*



I. INTRODUCTION 0

A knowledge of the composition and chemistry of the Earth's atmosphere is

invaluable in many fields of activity, from the operation of space vehicles to predicting the 0

weather. Two applications of this knowledge directly relevant to the military are high-

frequency radio communications and over-the-horizon radar. Exploiting the

electromagnetic properties of the ionosphere requires measurement of the electron density 0

profile, which varies with altitude, time of day, location, season, and the level of solar

activity. Currently, this measurement is made with ground-based ionosondes, which

provide an accurate map of the electron density above the site but tell little about the 0

ionosphere outside the local area. In order for the ionosphere to be of tactical use, a

method of sensing its properties in real time over wide areas must be found.

One potential means of inferring electron density is by studying the atmospheric 0 0

airglow. Satellite-borne spectrographic equipment could provide information about the

entire atmosphere in near real time. The Naval Postgraduate School (NPS) has developed

such an instrument, the Middle Ultraviolet Spectrograph (MUSTANG). MUSTANG 0

observes emissions in the range 1800 A to 3400 A, with a resolution of approximately 10

A (Chase, 1992). It was launched aboard NASA sounding rockets in 1990 and 1992

(Walden, 1991; Clayton, 1990), and an improved version is scheduled to be included in a

satellite being prepared for launch in 1995 (Atkinson, 1993).

During MUSTANG development, it became evident that an instrument providing

higher wavelength resolution through interferometric means would be valuable. Since the

emissions of interest lie in the ultraviolet range of the electromagnetic spectrum, such an

instrument would need to be constructed using all-reflective optical elements. Nichols

00
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(1990) designed and tested an instrument using plane mirrors and a spherical diffraction

grating (Nichols, 1990). Wallace (1992) found that a similar instrument based on a plane 0

diffraction grating would be more suitable because it produces linear interference fringes if

which are more amenable to analysis using Fourier transforms. He designed and built a

prototype instrument using a He-Ne laser as the light source and a 10 cm focal length 0

convex lens for collimation (Wallace, 1992). This thesis is a continuation of that work.

A. THESIS OBJECTIVE 0

The objective of this thesis is to perform developmental testing of the instrument

designed by Wallace, first replicating his results using an instrument made up solely of

reflective optical elements, and then testing the prototype using sources with shorter 0

wavelengths and smaller degrees of spatial coherence. The ultimate goal is to demonstrate

the feasibility of the all-reflective Michelson interferometer for studying ultraviolet

emissions of the type expected to be encountered in the ionosphere so that development of 0

a practical instrument for space flight can begin.

B. THESIS OUTLINE 0

This thesis is divided into five sections. Section II gives background information on

the composition of the atmosphere and the dynamic processes that produce the emissions

to be stu.ied. Section III provides an overview of the theory describing the physical 0

phenomena being exploited in the interferometer design. Section IV describes the

experimenms conducted in the course of testing the prototype instrument, and Section V

presents the results of the experiments and provides recommendations for further research. 0
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HI. BACKGROUND

In this section, general background about the atmosphere of the Earth and the

physical processes which make the development of a high-resolution ultraviolet

interferometer desirable are given.

A. THE EARTH'S ATMOSPHERE

1. Temperature and composition profiles

The Earth's atmosphere is described by a series of stacked horizontal layers in

which some parameter of interest is constant, or follows some predictable trend. Two

common parameters used to describe the atmospheric layers are their chemical

composition and the temperature profile versus altitude. The first system discussed here is

the classification of the atmosphere by temperature profile.

The lowest 10 km of atmosphere is called the troposphere, and it is

distinguished by a decrease in temperature with increasing altitude, from approximately 0

300K at the surface to around 220K at the top of the layer. The clouds, winds, and

pressure variations which make up the weather we observe on the surface are contained

mostly in this layer, which is characterized by convective mixing. 0

The next layer of the atmosphere is called the stratosphere. This is a relatively

warm layer due to the absorption of solar radiation by ozone. The temperature reaches a

local maximum at the stratopause, at about 45 km, and then falls through the mesosphere, 0

reaching a minimum of approximately 180K at an altitude near 85 km.

Above 85 km, the region known as the thermosphere begins. This part of the

atmosphere is characterized by a rapid increase in temperature with altitude up to a level

3
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between 200 km and 500 km, where the temperature reaches an equilibrium between

700K and 2000K, depending on the level of solar activity.

In classifying the atmospheric layers by composition, the lowest 80 km is

called the homosphere. In this region, the atmosphere is more-or-less chemically

homogeneous The mixture in mainly comprised of nitrogen, oxygen, and argon, which 0

make up over 99 percent of the atmosphere. The remainder consists of helium, hydrogen,

carbon dioxide, and traces of other species. In the homosphere the primary transport

mechanism is eddy diffusion, a turbulent mixing which brings about the homogeneous 0

mixture of gases. The overall density of atmospheric constituents falls off exponentially in

proportion to a quantity known as scale height, which is based upon the average molecular

weight of the molecules making up the atmosphere .

The next 20 km is a transition region called the turbopopause Above 100

km, very little vertical mixing occurs, and the molecules tend to separate due to

differences in molecular weight. The density of each of the different species decreases with 0

altitude according to its own scale height. This region is called the heterosphere At

extremely high altitudes, the overall density of particles is so low that collisions are rare,

and some high-energy particles may even be able to escape from the Earth's gravitational

attraction. This region is called the exosphere. The regions of the atmosphere are depicted

in Figure 1.

2. The Ionosphere S

The lowest part of the heterosphere, from approximately 50 km to 1000 km in

altitude, is called the ionosphere. In this region, the relative lack of vertical mixing

combined with an increasing flux of solar photons result in the formation of a partially S

ionized plasma. Although the atmosphere is electrically neutral as a whole, in this region

there exist long-lived positive ions and free electrons Due to the large difference in

4
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(Tascione, 1988)

mass between a molecule and an electron, the electrons are much more mobile. The free

electrons interact with electromagnetic waves propagating through this part of the 0

atmosphere, and it is this property which makes the ionosphere interesting from a military

point of view. By measuring the electron density, the electrical properties of the

ionosphere can be inferred, and possibly exploited tactically.

The main source of ionization in the atmosphere is photoionization, where an

incident photon from the sun impacts a neutral atom or molecule forming a positive ion

and a free electron. This reaction is depicted below with a general molecule M:

M+hu.*.M +e-.

0 0
• • • •• • •5
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Different molecules absorb at different wavelengths, and the flux of photons at a particular

wavelength varies with altitude. High-energy, short wavelength photons penetrate farther 0

into the atmosphere than longer wavelength photons. In the heterosphere, the relative

densities of different target molecules also vary with altitude. These effects combine to

divide the ionosphere into four layers (D,E,FI, and F2) based upon the relative maxima in 0

the electron density profile. These layers vary with time of day, geographic location,

atmospheric composition, and the level of solar activity.

The D layer lies between 50 km and 90 km altitude, and is formed primarily by 0

the ionization of nitric oxide by the solar Lyman-a emission at a wavelength of 1216 A.

This layer disappears rapidly at night because the high density leads to a high loss rate due

to recombination of electrons and ions. In addition, the ionization is almost solely a result 0

of the flux of solar photons, which disappears at night.

The E layer lies generally from 90 km to 130 km. The electron density in this

region is due mostly to the ionization of molecular oxygen by ultraviolet light and soft X- 0

rays from the sun. For the same reasons as in the D region, the E layer also disappears at

night.

The FI layer is due mainly to the ionization of molecular oxygen by ultraviolet 0

light, and occurs between 140 km and 200 km. The F2 layer lies above 200 km, and

results from the presence of 0. It is in the F2 region where the electron density reaches

its maximum level, around 10' electrons/cm 3 . The F2 layer can persist at night because 0

the density of particles is so low that collisions leading to recombination of electrons and

ions are rare. A plot of typical electron densities versus altitude is given in Figure 2.

6
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The ionosphere affects electromagnetic radiation by reflecting waves whose

frequency is below a "plasma frequency" which depends on the electron density. This is

exploited in applications such as long-range communications and over-the-horizon radar.

3. Ionospheric Observations

The ionosphere is observed by many means. Using electromagnetic waves of

known frequency, ionosondes measure the time between emission and return after

reflection from the free electrons in the ionosphere. By varying the frequency of the

radiation emitted, this time difference can be used to derive the overhead electron density

profile. Spectrographic equipment carried on rockets and satellites measures light emitted

by the molecules and ions present in the atmosphere, and use that data to infer information

7



about the ionosphere. The interferometer being tested in this thesis is designed to provid,& .X

data for high-resolution analysis of ultraviolet emissions. This will make it possible to 0

understand the composition and photochemistry of the ionosphere in great detail (Cleary

et al, 1992). For example, detailed analysis of the atomic oxygen emission at 1304 A will

yield an accurate estimate of the oxygen density. 0

B. SPECTROSCOPY

1. Atomic and Molecular Emissions 0

According to Bohr's quantum theory, the allowed orbits of electrons give rise

to a series of energy levels for all atoms and molecules. When an electron undergoes a

transition from one energy level to a higher energy level, a photon of light is absorbed. If 0

the transition is to a lower energy level, a photon is emitted. The photon has a frequency

equal to the difference in energy between the two levels divided by Planck's constant, h.

The system of energy levels gives each type of atom or molecule a distinctive set of 0 I

characteristic emissions, or spectrum.

Diatomic molecules possess a similar set of electronic energy levels.

Superimposed on these levels are sub-levels brought about by the additional degrees of 0

freedom present in the two-atom system. The nuclei of a diatomic molecule repel one

another, but the effect of the shared electrons keeps them in an equilibrium condition

about which vibration can occur. Additionally, the whole molecule can rotate about an 0

axis through its center of mass, creating another set of energy levels. When transitions

between levels occur, photons of light are again emitted or absorbed. A generalized

depiction of the system of molecular energy levels is provided in Figure 3. 0

8
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An electron which is in a particular vibrational and rotational sub-level of an

excited electronic energy state can jump to one of a number of sub-eevels of a lower

0

electronic state or the same electronic state, emitting a photon as a result. The relative

probabilities of different transitions can be calculated using perturbation theory, a branch

of quantum mechanics. This calculation leads to the determination of certain "allowed"

and "forbidden" transitions. When the large number of excited molecules in the

atmosphere is considered, photons with frequencies corresponding to the full set of

allowed transitions between vibration/rotation states of the two electronic energy levels

9
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will be present. This results in a series of closely spaced lines in the emission spectrum of

the molecule. These sets of lines are called emission bands. Spectrographic and 0

interferometric instruments can be used to study the band structure of molecular spectra,

leading to knowledge of the molecule's density and activity in the atmosphere.

2. Line-Broadening Mechanisms 0

The emissions from molecules and atoms are not monochromatic. Rather, they

are a narrow distribution of different wavelengths. The distributions have a finite width

which depends on a variety of factors. One way spectral lines are broadened is by natural 0

or lifetime broadening. The width of a spectral line is inversely proportional to the lifetime

of the upper state of the transition. A long-lived upper state has a narrow emission line,

while a short-lived upper state has a broad emission line. This is a result of Heisenberg's 0

uncertainty principle, which says that the energy of a state and its lifetime can not both be

known with infinite precision. The uncertainty in the exact value of the energy leads to a

narrow band of wavelengths in the spectrum centered about the wavelength which would

result if the energy were known exactly (Dirac, 1958).

Another broadening mechanism is pressure broadening, in which collisions

between molecules introduce a similar uncertainty into the magnitude of the energy

transition causing the emission. At high altitudes, collisions are rare, so the effect of this

mechanism on the width of spectral lines is minimal.

The dominant cause of spectral line broadening in the terrestrial atmosphere is

Doppler broadening. Since the molecules are moving as they emit radiation, the frequency

measured by an observer is Doppler shifted. The amount of the shift depends on the

relative velocity component along the line connecting the molecule and the observer. The

magnitude of the Doppler shift is given by:
v

Au = U0 -, (I)
c

10



where uo is the frequency emitted by the molecule in its rest frame of reference, v is the

relative velocity, and c is the speed of light. In the atmosphere, there are a large number of 0

molecules in random motion, emitting radiation. For such an ensemble of emitting

molecules, the magnitude of the Doppler broadening is given by:

Au =o _ H T (2)

c V m

where k is Boltzmann's constant, m is the molecular mass, and T is the temperature. Due

to the large number of molecules in the atmosphere, statistically it seems likely that as 0

many molecules are moving towards an observer as are moving away. Therefore, the

effect of Doppler broadening is symmetric about the central wavelength of the transition.

These broadening mechanisms show the importance of developing instruments 0

to study molecular spectra with high resolution. For example, from Equation (2) it is

apparent that the amount of Doppler broadening in a spectral line depends on temperature.

By measuring emission lines with high resolution, the temperature of the atmosphere could 0

be extrapolated. This temperature determination could lead to an improved understanding

of the molecular density profiles and chemistry of the atmosphere (Wallace, 1992).
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Ill. THEORY

In this section, an overview of the physical processes involved in the operation of

the interferometer is given. The general nature of interference and coherence is discussed,

followed by a description of diffiaction from a single slit, multiple slits, and gratings.

Finally the actual operation of the all-reflection Michelson interferometer is explained.

A. INTERFERENCE

The term interference is used to describe the interaction which occurs when light

rays from a single source are recombined after having traversed different optical paths.

This effect is a consequence of the wave nature of light.

A light wave consists of two transverse vector components propagating together,

the electric field and the magnetic field. The propagation of a wave is generally described

by specifying the evolution of the wave's electric field vector in time and space. The

quantity which is actually measured by the eye and most other optical detectors, however

is the irradiance. The irradiance is proportional to the time average of the electric field

amplitude squared. For example, a plane wave with angular frequency co and propagation

vector k (k = 2n / X), observed at a position Y, is described by the equation:

E= Eoe'('-) (3)

and has an irradiance given by:

1= 6c•2 (4)

12
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where the angled brackets represent the time average of the quantity inside. The quantity

f - ot) is known as the phase of the wave. Surfaces of constant phase are called

wavefronts.

Consider two waves with the same amplitude propagating in the same direction,

which is assumed to be parallel to ?. Assume that their polarization is the same so that we

need only consider the amplitude of the electric field and not its direction in comparing the

two waves. The waves are described by:

E, = Eoe'(kY-t), (5) 0

and

E 2 = Eoe'(-÷*, (6)

where k is the wave number, (o the angular frequency, and 0 the phase difference between 0

the two waves. Each wave individually has the same irradiance, given by:
Io
10 = FcEO (7)

The total field at the point Y is:

E = El + E 2

= Eoe,(bU-W)(I + e4);0
= E~e e-'2+ el 2

or E = Eoei(ky -wt+/ 2) [2 cos(0/2)], (8)

so that the irradiance is:

I = 2socE' cos2(0/2), (9)

or I = 410 cos (2 ) (10)

Interference can be produced from splitting a wavefront into two parts, allowing

each part to travel through a different path, and then recombining the two beams An

13
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example of this effect is double-slit interference, first demonstrated by Young in 1802.

Monochromatic, collimated light is allowed to strike an opaque screen which contains two

small slits a short distance apart, and the resulting pattern is viewed on a second screen a

long distance away. This situation is depicted in Figure 4. In this figure, y is the distance

between the slits, x is the distance from the slits to the viewing screen, 0 is the angle

between the axis of the system and the observation point, and d is the difference between

the two optical paths.

R i

-~ P2?

- ----- 0R

d

Figure 4 Double-Slit Interference

Since the illumination is assumed to be monochromatic, the propagation vector for

the wave leaving each slit has the same magnitude, 2n/.. Polarization is not important

here, so we will consider only the amplitudes of the two waves, which are both EoI The

electric field at the observation point P is the superposition of the fields coming from each

slit at that point, so the irradiance is given by Equation (10). To find the phase difference

14
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between the two waves, we make the approximation that the distance from the slits to the

observing screen is large compared to the slit separation. This allows the approximation of 0

the optical path difference d % y sin 0, so that the waves have a phase difference given by:

* = (3?2)ysin. (11)0.

Substitution into Equation (10) produces an irradiance at the observing screen of:

I = 4 10cos2('y sin 0. (12)

From Equation (12), we can see that the irradiance on the screen is a maximum when the

optical path difference is an integer multiple of X, and a minimum when the difference is a

half-integer multiple of X. If we restrict ourselves to observing points on the viewing

screen which are near the optical axis so that the off-axis distance Y << x, then we can

make the approximation that sine0 tan 0 - 0. Then:

I = 410 cos2 (!-Xy, (13)

so that the screen will display equally spaced bright fringes separated by a distance of

AY - (14)

In order for interference fringes to be visible in an interferometric device, the phase

difference between the light from the different paths involved must be constant over the

observation time. In the analysis above, the assumption was made that the incident light

was a plane wave propagating as a perfect sinusoid. The production of light is an atomic

process which occurs at many different points in the source, with no particular

coordination between the many emitting atoms. Therefore, with most actual sources such

as incandescent lamps and discharge tubes, the light is not emitted as an infinite sinusoid.

Rather, it is emitted in quasi-sinusoidal packets called wavetrains The wavetrains leaving

15
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the source have a random distribution of initial phases. This tends to prevent the formation

of interference fringes. These wavetrains have a characteristic length, known as the

coherence length. Over this length the light can be considered to have a constant initial

phase. In order for an interferometer to function, it must recombine light from

correspondinb wavetrains. This is achieved by making the input aperture approximate a

point source of light, and by making the optical path difference smaller than the coherence

length of the light source being used. Lasers produce light through a cooperative effort of

many atoms in the active medium, and have an extremely long coherence length as a

result. This makes it very easy to produce interference patterns with a laboratory laser. For

a more detailed treatment of this subject, see Pedrotti and Pedrotti (1 987).

B. DIFFRACTION

Diffraction is a term used to describe the interaction of light waves with physical

objects. The mathematical treatment of this phenomenon is generally considered in one of

two approximations: Fresnel, or near-field diffraction, and Fraunhofer, or far-field

diffraction. It is far-field diffiraction that is of concern in this thesis, so only a discussion of

Fraunhofer diffraction will be given here. A more complete treatment of this subject can be

found in Pedrotti and Pedrotti (1987) or Taylor (1987).

Diffraction effects are a consequence of the Huygens-Fresnel priciple, which says

that every point on a wavefront acts as a source of secondary spherical wavelets, and that

the field at any other point is the sum of these secondary wavelets added in both amplitude

and phase. When a plane wavefront encounters a small aperture in an opaque screen, the

part of the wavefront striking the center of the aperture continues to propagate in the

same direction, while the part of the wavefront near the edges of the aperture is bent

Viewed from a great distance away, the new wavefront will appear to be spherical The

16
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combination of secondary wavelets results in an intensity distribution on the far side of the

aperture which peaks along the aperture axis, and decreases as the observer moves away

from the optical axis. The geometry of the aperture controls the shape of the intensity

distribution.

When a second aperture is placed near the first, the interference effects described 0

above are superimposed on the diffraction pattern from each of the apertures. What is seen

on a viewing screen is a series of light and dark fringes, with the intensity of the bright

fringes decreasing as the off-axis distance is increased. 0

A diffraction grating can be considered to be a large number of regularly spaced

slits, all diffracting the incoming light into mutually interfering beams. The cumulative

effect of the interference is to create a series of widely spaced directions in which S

constructive interference occurs. These are called diffraction orders. This is illustrated in

Figure 5. The directions of the various diffraction orders are described by the grating

equation: S

mX = a sine, (15)

in which m is the diffraction order, X is the wavelength of the light, a is the distance

between adjacent slits, and 0 is the angle from the grating normal.

A reflection grating can also be developed, with alternating areas of reflection and

non-reflection made by inscribing a series of grooves on a reflective material. With the

grooves replacing the sequence of slits in a transmission grating and assuming normal 0

incidence, the reflection grating is also described by Equation (15).
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Figure 5 Diffraction Orders ( After Wallace, 1992)

If, however, the incident light is not normal to the grating, the equation describing the

diffraction orders becomes:

mX.= a(sin O, +sin 0.), (16)

where O• is the incidence angle, and Om is the angle of the m'th diffraction order, both

measured clockwise from the grating normal. Diffraction from a plane grating with oblique

incidence is depicted in Figure 6.
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Figure 6 Diffraction With Oblique Incidence 0

C. THE ALL-REFLECTION MICHELSON INTERFEROMETER

The instrument design being tested in this thesis is a Michelson interferometer 0

modified to be constructed of only reflective optical elements. This is necessary as a result

of a relative lack of suitable window materials in the wavelength range of the instrument's

intended use, the ultraviolet. This device uses a plane diffraction grating and two plane

mirrors to separate collimated light into two paths, then recombines the beams so that the

interference pattern can be studied at the detector. The instrument produces linear

interference fringes from which the input spectrum can be recovered by Fourier analysis.
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The layout of a conventional Michelson interferometer is shown schematically in

Figure 7. Collimated light strikes a partially silvered mirror positioned at a 45 degree angle

to the incident beam. This splits the light into two beams which continue to propagate as

plane waves but at right angles to one another. One beam is directed towards a fixed plane

Movoble Mirror T
n!_I.Ma-t.0 .

:r•!imt t

L L

De t c to

Figure 7 Michelson Interferometer

mirror while the other is directed towards a second plane mirror which can be translated

along the line in which the light is propagating. The beams returning from the two mirrors

are recombined at the beam splitter, and continue together towards the detector. Different

detected irradiances can be produced by deliberately causing differences in the distances

traveled by the two beams. If the path difference is zero, constructive interference results,

and a bright spot is seen at the detector position. As the movable mirror is translated, the

output at the detector alternates from bright constructive interference to dark destructive
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inte;rference. The output goes through one cycle as the movable mirror traverses a distance

of one half the wavelength of the light being studied. In order to maximize contrast 0

between light and dark fringes, it is important that the intensity of the two beams be the

same.

Now consider a modification to the Michelson interferometer. Suppose the two

plane mirrors were replaced by identical diffraction gratings, and positioned so that the

distance from the beam splitter to each grating was the same. Further, assume that each

grating was rotated through an angle 0 so that the incoming light struck each grating at an

angle of incidence which was equal to the angle of one of the diffraction orders for the

wavelength of light being studied. The effect of the grating rotation is to tune the

interferometer for a particular wavelength, X,. If monochromatic light with wavelength X-0

is incident on this modified instrument, constructive interference will be seen at the

detector. If, however, the light entering the interferometer has a different wavelength, such

as X• + AX, the wavefronts leaving the two gratings will make an angle AO with the

grating normals. This angle is proportional to the difference AX between the input

wavelength and the tuned wavelength, X0 . When the two beams recombine at the beam

splitter, the angular separation between their wavefronts will cause a series of linear bright S

and dark fringes to appear at the detector. The spatial frequency of these fringes will

depend on the angle AO and ultimately on the wavelength difference Ax. This situation is

depicted in the diagrams Figure 8 and Figure 9.
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The prototype instrument being tested uses the modified Michelson interferometer

design described above, with additional modifications to meet the requirement to construct 0

the instrument from all-reflective optical elements. As depicted in Figure 10, a single plane

diffraction grating serves as both the beam-splitting element and as the element which

disperses the light by wavelength. This eliminates any problems with aligning multiple 0

gratings, and prevents difficulties arising from differences in grating ruling density. The

intensities of the two beams used are kept equivalent by having each beam undergo both a

zero-order diffraction and a minus-one-order diffraction before being recombined, while 0

Detector J/

Interferen,ýe -

/ 0

-1 Order Mirror / /

(-ollim cted . - r

C, rot inq

Figure 10 All-Reflective Michelson Interferometer

the path lengths for each beam are identical. An interference pattern, or interferogram,

results from the angular separation between the beams caused by the difference in the

incident wavelength from the tuned wavelength
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'rhis design is lightweight, and can be made compact for inclusion in a rocket or

satellite. It has been shown (Cleary et. al, 1992; Wallace, 1992) that the throughput of

light can be optimized by using a grating ruling density which eliminates unused diffraction

orders. Wallace (1992) calculated a resolution for the instrument of:

AX )LO- a2(0 (17)

where X. is the tuned wavelength, a is the space between grating lines, and L is the length

of the sensitive region of the detector. For the oxygen emission at 1304 A, using an

optimized grating ruling density of 6000 lines/mm and detector length of one inch, the

resolution is better than four milliangstroms. By enabling in-flight realignment, it would be

possible to study more than one emission line during the same mission.
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IV. EXPERIMENT

In this section, the experimental procedures used in the construction and testing of

the prototype all-reflective Michelson interferometer are discussed.

A. CONSTRUCTION OF ALL-REFLECTIVE INSTRUMENT

The feasibility of the all-reflective Michelson interferometer was demonstrated by

Wallace (1992). He built a prototype instrument that used visible light from a He-Ne laser

as a source, with the light being collimated by an arrangement using a beam expander and
0

a convex lens. The starting point for the current work was to replicate his results using the

same light source and instrument geometry, but incorporating an off-axis parabolic mirror

as the collimating device. This was an important step because a practical instrument for

use in space will have to be constructed using only reflective optical elements.

While preparing to construct the prototype interferometer, the decision was made to

mount the light source, aperture, and collimating mirror on an optical rail, which would

then be secured to the laboratory bench. The reason for this was to make it possible to

change the position and direction of the instrument's input beam without requiring a time-

consuming alignment procedure, since all of the elements involved in the collimation

process could be moved as a single unit.

To use an off-axis parabolic mirror as a collimator, it was necessary to make the

incoming light approximate a point source located at the focus of the original paraboloid

from which the off-axis mirror was sectioned. This was accomplished by mounting a

circular pinhole 100 pm in diameter in a modified optical fiber holder. This allowed the

pinhole to be translated in a plane perpendicular to both the optical bench and the

incoming laser beam, using small thumbscrews. The holder was attached to a carrier which
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would move along the optical rail to adjust the distances from the pinhole to the light

source and to the parabolic mirror.

An Oriel Model 45347 off-axis parabolic mirror was mounted so that its symmetry

plane was at the same height above the bench as the input beam and the pinhole. It was

situated on a pair of crossed translation stages which were attached to the optical rail. This

allowed the mirror to be moved freely in a plane parallel to the optical bench using

micrometer adjustments on the translation stages. The initial placement of the mirror

relative to the pinhole was accomplished using a ruler and the published specifications of

the mirror. The center of the mirror was placed along the input beam line at a distance of

11.9 cm from the pinhole.

Since collimated light can be considered the output of a point source located an

infinite distance away, a telescope focused at infinity provides a focused image of the

illuminated pinhole when the parabolic mirror is situated at the proper location to

collimate the incoming light. Alignment of the mirror was first attempted using a Meade

10 inch reflecting telescope. The telescope was focused at infinity by observing the moon,

and the position of the focus knob was noted. A microscope lamp was used to illuminate

the pinhole, and the telescope was placed in position to look into the face of the mirror.

The field-of-view of this large astronomical telescope was so small that locating the

reflection of the pinhole was extremely difficult. Once the reflection was positioned within

the viewing area, it was found that the magnifying power of the telescope was so large

that only a small part of the pinhole image could be seen. As adjustments were made to the

mirror position to improve the focus of the image, the image would move out of the

telescope field of view, requiring the process of locating the reflected beam to begin again.

Eventually, the decision was made to abandon this large reflecting telescope and to

continue the alignment of the collimating mirror using a smaller telescope with less

magnifying power.
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A small refracting telescope was obtained and set for an effective distance of infinity

by focusing on an object several miles away. The focusing mechanism was then locked in 0

place using a metal band. This calibrated telescope was mounted on the optical bench and

co-aligned with the parabolic mirror. A microscope lamp was again used to illuminate the

pinhole, and micrometer adjustments on the translation stages were used to adjust the 0

mirror position until the best possible image of the pinhole was obtained in the telescope

eyepiece. This was a somewhat subjective judgment, because the best image was in fact a

pair of images offset by approximately the radius of the pinhole. This was attributed to 0

small aberrations visible on the surface of the parabolic mirror. The manufacturer's

specification for the mirror indicated that the angle between the input beam and the

outgoing collimated beam should have been 90 degrees, but this was not found to be the 0

case. Rotating the mirror about an axis perpendicular to the optical table through an angle

of about 10 degrees produced a sharp, circular image of the pinhole. At that point the light

was considered to be collimated, and the controls were locked in place. The collimation 0

was further verified by holding a viewing screen in the output beam and noticing that the

beam diameter remained constant at several different distances from the collimating

mirror. 0

A Class II He-Ne laser was mounted on the optical rail, and fitted with a Sharp 20X

microscope objective as a beam expander. A convex lens with a focal length of 10 cm was

used to focus the laser light onto the pinhole aperture. The use of this lens was for the 0

sake of convenience only and was not an integral part of the instrument. In a practical

model, incident light would be collected using a reflecting telescope and focused on the

input pinhole or slit. The laser source used for this experiment combined with the pinhole 0

and mirror arrangement provided an intense, coherent, collimated beam with a nearly

monochromatic wavelength of 5435 A.
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A plane diffraction grating was mounted in a holder which allowed micrometer

adjustment of its angles about axes both normal to and parallel to the plane of the optical

bench. The grating was placed in such a way that the collimated beam struck its center at

an incidence angle of approximately 28 degrees. Since the 1200 lines/mm ruling density of

the grating was less than the optimal 1227 lines/mm for this wavelength (Wallace, 1992),

there were unused diffr~action orders produced. This was not a problem because of the

high intensity of the source. The grating was adjusted to make its plane normal to the table

by manipulating its tilt until all diffraction orders were intercepted at the same height

above the optical bench as the input beam, 14.2 cm.

The secondary mirrors for the zero and minus-one orders were one inch diameter

plane mirrors mounted in holders that allowed adjustment of their angles about two axes

perpendicular to the mirror normals. These were positioned approximately 30 cm from the

grating at positions that intercepted the zero and minus-one diffraction orders. The plane

mirror rotation angles were adjusted so that the reflected beams struck the grating at the

same point as the incident beam.

A CCD video camera with the lens removed was used as a detector. It was placed

on the table so that the center of the detector area was illuminated by the recombined

beams from the different diffraction orders. The camera was then connected to a black-

and-white television monitor. With interference flinges visible on the screen, fine

adjustments were made to the horizontal angle of the minus one order mirror to make the

fringes vertical. A variation of input wavelength was simulated by rotating the minus one

order mirror about an axis perpendicular to the optical bench. This was observed to

change the spatial frequency of the fringes displayed, as expected. Figure I I is a diagram

showing the layout of the system.
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Figure I11 Interferometer Layout

B. TESTING WITH SODIUM VAPOR LAMP SOURCE

The next step in testing the interferometer design was to assemble the prototype

instrument using a light source with a coherence length shorter than that of the He-Ne

laser. It was decided to study the sodium doublet emission at a wavelength of 5889 A. An

Oriel Model 651!60 lamp was fitted with a sodium vapor bulb, and mounted on the optical

rail. The convex lens with a focal length of 10 cm was again used to focus the light onto

the pinhole.

/0

Alignment of the secondary mirrors was accomplished visually. The grating

incidence angle was chosen to provide a convenient angular spread between the minus one

order reflection and the detector angle. This allowed sufficient space for the detector and

its associated wires to fit on the bench between the plane mirrors without blocking the
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incident beam or any reflected beams. When all elements of the system were in place, it

was noted that there were no interference fringes visible at the camera position, despite

visual observation of the recombined beams entering the detector. This was attributed to

there being too much loss of light from the system, between the unused diffraction orders

from the grating and the four reflections involved in the instrument. Also, the performance

of the camera was noticed to be erratic at low light levels, possibly due to a built-in gain

control. Therefore, it was decided to test the system using a more intense light source.

C. TESTING WITH MERCURY VAPOR LAMP SOURCE

Testing the interferometer using a mercury vapor source required the same general

set-up as the sodium source. A low-pressure mercury discharge tube was placed in the

Oriel lamp and mounted on the optical rail. A band-pass filter was installed to select the

green line at a wavelength of 5461 A. The proximity of this wavelength to the 5435 A line

of the He-Ne laser allowed a nearly identical instrument geometry to be used. The grating

incidence angle was set to approximately 30 degrees.

As when setting up the instrument for the laser source, the alignment of the zero and

minus-one-order mirrors was accomplished by observing the different diffraction orders

from the grating, placing the mirrors visually in the beams, and then aligning them so that

their return beams intercepted the grating at the same spot as the collimated incident light.

The CCD camera was placed in the center of the recombined beams, but no interference

fringes were visible on the television monitor. The camera was detecting some output light

from the instrument, although the intensity was faint. Covering either of the secondary

mirrors with an opaque card would result in a noticeable change in the brightness of the

screen display. It was thought that an automatic gain correction in the camera might be

preventing the display of the closely spaced bright and dark fringes which were expected
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in the interference pattern, and that this problem could be overcome by finding some way

of increasing the amount of light reaching the detector.

To increase the throughput of light in the instrument, the decision was made to

enlarge the aperture at the start of the optical system. Replacing the 100 Atm pinhole with

a circular aperture 250 prm in diameter would allow approximately six times as much light 0

to enter the system. It was felt that this change would not seriously degrade the degree of

collimation in the input beam. The replacement of the pinhole made it necessary to re-

align the off-axis parabolic mirror. This was accomplished using the small retracting 0

telescope as was described above.

With the input aperture replaced and the collimating mirror aligned, only minor

adjustments to the alignment of the secondary mirrors were needed to make the S

instrument ready for testing. When the camera was placed in position, interfe. nce fringes

were observed on the television monitor. The spatial frequency of the interference pattern

could be modified by making minute changes to the vertical angle of the minus one order S

mirror. This was the first time that the design for the all-reflective interferometer was

shown to work using a source whose coherence length was shorter than that of a

laboratory laser. The next step was to obtain a quantitative measure of the intensity 0

distribution in the interference pattern by using a linear photodiode array for the detector.

Before we could accomplish this, unfortunately, the prototype stopped working. We could

no longer reproduce the interference fringes on the CCD camera. It was suspected that S

one of the micrometer adjustments affecting the instrument alignment had been

inadvertently moved, but attempts to regain the interference pattern by re-adjusting the

alignment proved fruitless. S

In an effort to trace the cause of the failure, a conventional Michelson interferometer

was used to measure the coherence length of the mercury discharge lamp being used as

the light source for the experiment. This length was found to vary from approximately 2.5 5
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mm when the lamp was first turned on, decreasing to a stabilized value of about 2.0 mm

after the vapor pressure of mercury in the tube had built up through 10 minutes of S

operation. In order for a stable interference pattern to be formed, the difference in the

lengths of the paths between the grating and the two secondary mirrors had to be less than

2.0 mm. Out of a desire to avoid damage to the plane mirrors or the diffraction grating, 0

the instrument had been assembled without allowing a measuring device to touch any of

the surfaces, so it was doubtful that this tolerance in optical path matching had been

obtained. This problem provided a possible explanation for the intermittent performance of 0

the prototype. Evidently, the path length difference had been within the coherence length

of the source at first, allowing an interference pattern to be seen. When the controls were

accidentally moved, the mismatch in path lengths exceeded the 2.0 mm coherence length, 0

and the fringes disappeared. During subsequent attempts to re-align the instrument, a

functional configuration was never attained.

While positioning the plane mirrors to within a path length difference of several 0

millimeters without touching any sensitive surfaces with a ruler seemed difficult, they

could easily be placed to an accuracy within a centimeter. It seemed that a mercury

discharge lamp with a longer coherence length might make the instrument work.

Discharge lamps used in lecture demonstrations were known to have relatively long

coherence lengths. A mercury "pen-ray" was obtained, and the band-pass filter described

above was used to select the green 5461 A emission. The coherence length of this 0

emission was measured using the conventional Michelson interferometer, and found to be

approximately 2.5 cm. The pen-ray was mounted as the light source in the prototype

instrument. The two secondary mirrors were positioned as accurately as possible and

aligned as described above. Unfortunately, the new source was not bright enough to

provide detectable levels of light at the camera position, a result of the low transmittance

of the filter at 5461 A. As a result, testing using the mercury green line was abandoned.
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D. TESTING WITH ULTRAVIOLET SOURCE

In order to obtain successful results from the prototype instrument, a more intense 0

source was needed. Accordingly, the decision was made to move directly to a source in

the ultraviolet wavelength range. After standard tables were consulted (Corliss, 1962,

Reader and Corliss, 1980), the mercury line at a wavelength of 2537 A was chosen for 0

study. This emission was approximately 15 times as intense as the green line used above,

and could be expected to have a longer coherence length.

The ultimate goal of the testing being conducted was to verify the feasibility of the 0

interferometer design for studying ultraviolet emissions. It had become clear that

assembling the prototype instrument to distance tolerances tight enough to allow the

device to work would be very difficult. Moving to the 2537 A emission would allow the 0

goal to be reached without having to carefully construct several more prototype

instruments.

In designing the layout for the ultraviolet experiment, the first step was to choose 0

the grating incidence angle. An angle of 45 degrees was chosen so that the incident beam

would be perpendicular to the zero order diffraction. It was thought that this would make

it easier to set the grating to the proper incidence angle using a carpenter's square and a 0

visible laser. This was later found to be unnecessary when the alignment method described

below was developed.

Computer simulation of the all-reflective Michelson interferometer has shown that 0

deviation in the incident light from collimation would severely degrade the interference

pattern observed (Carlson, 1993). To minimize this effect, a short distance between the

grating and the plane mirrors was desired. Taking the size of the equipment needed to 0

mount the plane mirrors and detector into consideration, a distance of 20 cm was chosen

Moving the wavelength of the experiment into the ultraviolet range presented a new

set of problems for assembling the prototype, the most important one being that ultraviolet 0
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light is not visible to the human eye. This meant that the visual method of placing the plane

mirrors in the correct positions which had been used previously would no longer be 0

feasible. To get around this difficulty, the proper positions of the optical elements were

calculated based on the design parameters chosen above. Then, a full-scale drawing of the

instrument was produced using Autosketch, a two-dimensional drafting program for 0

personal computers. This template showed the positions of the incident beam, the

diffraction grating, the two plane mirrors, and the output beam to the detector. In

addition, the position of the minus one order diffraction of a beam from the He-Ne laser is 0

shown. Its use will be described below. Figure 12 is an example of the template used,

although it is reproduced here at less than full scale.

0
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Figure 12 Ultraviolet Instrument Template
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To position the template on the optical bench, a beam from the He-Ne laser with the

beam expander removed was directed through the pinhole into the collimating mirror. A 0

straight edge with an accurate right angle was used to trace out the path of the beam from

the parabolic mirror to the diffraction grating. The position on the table was located by

finding the intersection of the straight edge with the collimated laser beam, and marking 0

the point on the table directly beneath the beam. The template was positioned with its

input beam over the laser trace. The intersection point between the beam and the grating

on the template was placed directly under the spot where the laser beam hit the grating. 0

The template was then secured to the table, and the grating rotated until the zero order

and minus one order diffracted beams left the grating exactly above the beams marked on

the template. In this way, the desired incidence angle of 45 degrees was set. Next, the

plane mirrors were positioned directly over their representations on the instrument

template and secured to the table.

The zero order mirror remained in the same position regardless of wavelength, so

the reflected laser beam struck it squarely in the center. The mirror was then aligned by

adjusting its rotational controls so that the return beam hit the diffiraction grating at the

same spot as the incident beam. Since the laser being used for alignment was operating at

a visible wavelength, and the minus one order mirror had been positioned for 2537 A light,

there was no laser light striking this mirror. In order to align the minus one order mirror, a

second laser was needed. The path of light from the minus one order mirror to the grating

and on to the detector in the system is a zero order diffaction, which is independent of

wavelength. So, a Class II He-Ne laser operating at 6328 A was placed over the template,

positioned at the point where the detector would eventually go, and aimed so that its spot

hit the same point on the grating as the spot from the original laser. The zero order

diffraction from this beam hit the minus one mirror. Rotational controls were used to
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adjust the return beam to the same spot on the grating as the incident beam and return

beamn from the zero order mirror.

The next problem to be addressed was the detector. Since the wavelength being

planned for this experiment was in the ultraviolet range, the camera used in the

experiments described above was not suitable. An idea was developed to place a thin,

uniform layer of some fluorescent material on a microscope slide, and then to place the

slide in front of a linear photodiode array of the type used in the NPS MUSTANG

instrument. It was known that the glowing powder would not provide a great deal of

spatial resolution, but it was thought that it would suffice to qualitatively verify the

presence of visible interference fringes.

The first detector material tried was the orange dye fluorescein. This powder

dissolved readily in water, forming a solution that gave off a bright green-yellow glow

when exposed to ultraviolet light. An attempt was made to create a thin layer of this

material on a microscope slide by coating the slide with the fluorescein solution and

allowing the solvent to evaporate away, but it turned out that the powder that precipitated

onto the plate no longer glowed. Evidently, the fluorescent properties were associated
o-

only with the fluorescein ions in solution. There was no convenient way to expose a liquid

solution to the ultraviolet light in the prototype instrument, so another detector material

had to be located.

Another available powder known to fluoresce in ultraviolet light was 1,4-

diphenylbenzene, called "spy dust". A saturated solution was prepared by gradually mixing

the powder into 10 ml of benzene until no additional crystals would dissolve. This solution
U

was coated onto microscope slides, which were kept in a fume hood until the solvent

evaporated away. This left a fine coating of the pale violet powder on the slides, which

gave off a noticeable glow in the presence of ultraviolet light. It was found, however, that

the slides did not glow brightly enough to be of use when placed in the detector position
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of the bench-top instrument because the intensity of the light reaching that point was too

low. Nevertheless, the powder detectors were used to verify the alignment of the 0

instrument by placing the pen-ray source on the input beam position in front of the

diffraction grating, and observing the glow localized at the zero and minus one order plane

mirrors. 0

It was decided to build a detector assembly using an ITT model F4145 microchannJA

plate image intensifier, and Hamamatsu S3904-1024F linear photodiode array. Photons

entering the image intensifier strike a photocathode, causing electrons to be ejected. These 0

electrons are accelerated by an electrical potential within the device, and enter the

microchannel plate, where amplification occurs while preserving the electrons' spatial

resolution. The large number of electrons produced is accelerated through the plate. The 0

electrons strike a phosphor screen, which emits visible light. The linear photodiode array is

situated behind the phosphor screen, and each of its 1024 pixels produces an analog signal

proportional to the intensity of the light striking the photodiode. These signals are read 0

using a Labview program developed for the purpose on the Macintosh computer.

The detector assembly was first placed on the optical table so that it would be

exposed to the collimated beam leaving the off-axis parabolic mirror. The pen-ray lamp

was turned on, and a strong signal was observed on the computer readout of the linear

detector array. A narrow slit was then placed in front of the image intensifier tube and

moved from side to side while the detector readout was observed. A peak corresponding

to the slit was seen to move back and forth on the computer display. This verified the

operation of the detector assembly.

Next, the detector assembly was placed in its proper position in the instrument

layout. For alignment purposes, a narrow slit was placed in the collimated beam between

the off-axis parabolic mirror and the diffraction grating. The zero-order mirror was

covered with an opaque cloth so that only the beam reflected from the minus-one-order a
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mirror could be observed at the detector. The computer display showed a well-defined

peak corresponding to the output beam. This peak was observed to move from side to 0

side on the display when the angle of the minus-one-order mirror was rotated about the

vertical axis of the optical table. The mirror was rotated to bring the peak to the center of

the detector array.

The minus-one-order mirror was then covered in order to observe the alignment of

the zero-order mirror. Unfortunately, no return beam was visible on the computer display.

The image intensifier gain was increased by approximately a factor of four, and still no

return beam was visible. The zero-order mirror was rotated about the vertical axis through

an angle of several degrees on either side of its previously set position, but no change in

the detector signal was observed. The reason for this problem is not fully understood. It is

thought that the blaze angle of the diffraction grating may be preventing enough light from

being diffracted into the minus-one-order towards the detector when the return beam from

the zero-order mirror strikes the grating.

a
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V. RESULTS AND RECOMMENDATIONS

A. RESULTS OF EXPERIMENTS

During the experiments conducted for this study, the design for an all-reflection

Michelson interferometer was tested using several different light sources. The use of an

off-axis parabolic mirror for collimation was shown to be feasible by the successful

production of interference patterns using a laser light source.

While interference patterns were not reliably produced using the shorter coherence

length visible light sources, the instrument was observed to work properly for a time using 6

the visible green line of a mercury vapor lamp. The difficulties encountered were not the

results of defects in the design of the interferometer. Rather, they arose out of the

limitations imposed on the construction of the prototype instrument on the optical bench.

Specifically, these limitations were: 1) The difficulty of making the path lengths between

the diffraction grating and the secondary mirrors agree to within the coherence length of

the light source prevented stable interference fringes from appearing. 2) Low sensitivity of

the CCD camera may have obscured patterns which might have been observable with

another detector. 3) The off-axis parabolic mirror was of low quality and not the ideal

choice for this application. 4) Problems associated with the use of a blazed diffraction

grating.

Nevertheless, some useful information was gained from the study. The method of

using a full-scale template to affect rough positioning of the optical elements was i

developed, the sensitivity of the device to path length differences was discovered, and the
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efficacy of the image intensifier/linear photodiode array combination for use as an

ultraviolet detector in this instrument was verified.

B. RECOMMENDATIONS FOR FURTHER STUDY

The goal of developing an all-reflection instrument for use in space can best be

attacked from this point by working in two directions simultaneously. First, a means of

developing a functional prototype instrument on the bench-top must be pursued. This can

be accomplished by obtaining mirror mounts which can be positioned with a greater

degree of accuracy, locating intense, coherent visible light sources, and obtaining a better

video camera for use as a visible light detector. Once a reliable prototype has been

produced, the sensitivity of the instrument to fluctuations in temperature and vibration

should be investigated.

Secondly, engineering development for a flight instrument should be begun, ensuring

close tolerances for the mirror path lengths and tight specifications for the off-axis

parabolic mirror and diffraction grating. Moreover, it would appear that a non-blazed

grating would be more suitable for this application. With these tasks accomplished, there

is no doubt that the all-reflection Michelson interferometer will provide valuable

information about the atmosphere in the future.
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